1 MAX9257_58 Evaluation Kit Software

File Hep
ECU Contrl {DESEIEE HERS5E] Sofeer MAXS25T | Camera Contol|
PRATE SRATE PAREN PUIDTH gzﬁmzm
Reg00: [10 (@MHz 40MHz) =] [11 (@00 B40Mbps) =] [0 (Disabe) =] [ior cebe = wie
SPREAD BANG POCUR
Reg01: [00 (0 = o tNomal) I ) =l Wite Read
STODY STOCNT
Reg02: [1010 (1029 <l oo o - wite Read
ETODY ETOCNT
Reg03: [1010 (1029 <l oo o - wite Read
VEDGE HEDGE CKEDGE _ CCSPRDIS  LKSHORT  DISLEAK  TANZX PABSEN
Reg04: [Faing | [Faing =] [Fisng <] [Enable +| [tono =] [Enable Noma <] [Dble =]  Wite Read
DEVICEID ENDID
Reg05: [1111100 wite fead Req06: [1171 111 Wite Read
[T FAST cio BITRATE
Reg07: Disable <] [0 - 4Mbps =] [0 @abws) =] oo (65-400Keps) ]  Wite Read
Decinat PATHRLO PATHAHI
Reg08. 09 (Threshold for number of video parity errors): i 010 000 Wite Read
Decinat PAERRLO PAERRHI
Reg10, 11 (Number of video perity errors): [ 000 000 Read
Decinat PRESERR
Reg12 (PRBS test number of bit errors): [ 000 Read
DESPERR  DESFERR  SERPERR  SERFERR  I20ERR
Regl3: | [ [ Read
Deciat  BITLEN
Regl4 (Bitlength): | [ Read
Rosot WAX9258 GUI | Read MAX9250 89257 wike | | | AKX

EV kit connected.




